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CHAIN LINK FENCE ON SHARP BREAK IN GRADE
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End and corner
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3-0", Typ

CORNER POST

Tension wires

2" Max
>

10' Mox for Single Gate
20'Max for Double Gate (See Note 6)

CHAIN LINK GATE INSTALLATION

NOTES:

1. Dimensions shown are nominal. Height of fence as shown
on plans or as specified on permit.

2. Post dimensions and weights are minimums.

Larger sizes may be used on approval of the Engineer.

3. Chain link fabric shall be 9-Gage woven into approximately
2-inch mesh and conform to Section 80.3, "Chain Link Fence"
of Californio Department of Transportation's Standard Specifications.

. Chain link slatted fence shall be 9-Gage chain link fabric with 2-inch mesh
and vinyl slats pre-installed with a privacy factor of 90% or greater.
Color of slats shall be brown with galvanized wire mesh unless otherwise
specified on the plans.

5. Offset to be 2'-0" where corner or line post conflicts with property

monumentation.

6. All double gates shall have removable center post per California Department

of Transportation Standard Plan A85A.
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GATE POST
FENCE GATE NOMINAL | WEIGHT
HEIGHT WIDTHS D PER FOOT
hru 6'-0" " 7.

4'-0" and Up thru 6'-0 3 58 LB
greater | Over &'-0"

thru 10'-0" 0

o, 5 14.62 LB

double gates

TYPICAL MEMBER DIMENSIONS

LINE POSTS | END, LATCH & CORNER POSTS|BRACES/TOP RAL

ROUND| WEIGHT |ROUND ROUND| WEIGHT
ID__|PER FoOT| ID WEIGHY' PER FOOT ID__|PER FOOT
2% | 3.65 LB | 2" 5.79 LB Ve | 2.27 LB

7. All gates, single and double gotes (regardless of widths), shall have chain and lock

cutouts per California Department of Transportation Standard Plan A85A
and Gate Keepers per detail on this plan.
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